FLOW SWITCHES

DIMENSION
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DESCRIPTION

Flow swithches are used in measuring and controlling the
flow of the liquid in the pipe, such as water, alcohol, etc,
as well as in the places where it needs chain effect or
cutout protection.

Our flow switches have SPDT switch, full-sealing structure
as its shell, and stainless steel as its inside components,
which can assure its use in any conditions.

The flow switches are used for caustic fluid liquid, the
materials in contact with the medium is stainless steel.

TECHNICAL DATA

Ambient Temperature : -20 ~ 50°C
Liquid Temperature : -25 ~ 120°C
Max. Liquid Pressure : 1.5MPa

ELECTRICAL DATA
Voltage (V)

Current (A) A.C. 110 A.C. 220
Non-inductive current 10 8
Inductive Full load 10 8

current .
Starting 60 48
TYPE DATA
Model Connection Medium Materials in Crust
Contact with
The Medium

VCF50P-1S| 17-111/2NPT Water Brass Seal Plastic Case

FLOW RATES Required to actuate switch (m%h)
Line pipe size (in.) 1 (1-1/4{1-1/2| 2 (2-1/2| 3 | 4 | 5 6 8

| Howincrease |y o\ 451 47 134| 41 62|84 |129|16.8]| 466
Min. | RtoB closes
flow | Flowdecrease | | 6 | 4 1 |00| 28 [43]6.1]93 [123] 386
RtoY closes
Flowincrease |, 1 30| 44 (66| 7.8 |12.0[18.4|26.8]327 | 942
Max. R to B closes
flow | Flowdecrease |4 o1 g | 44 164| 73 |11.4/17.3252[307 | 90.8
RtoY closes
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The product specified in this brochure are subjected to continuous development and improvement and are subject to alterations without prior notice. All dimensions are in mm unless otherwise specified.



